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FB Series

Plastic Systems S.p.A. assumes no responsibility for any errors or inaccuracies in the contents of this catalogue and reserves the right to make changes to the products 

without prior notice.

The crystallizers of the FB series are based on the prin-
ciple of the vibrating ! uid bed in which material is con-
veyed on a perforated surface and held in suspension 
by the air! ow and vibrations of the surface.
The system is suitable for crystallizing and drying PET 
granules or ! akes from the washing lines. The resi-
dence time is very short (less than 15’).
Air heating can be done with electric heaters, natural-
gas heaters, diathermic-oil heat exchangers or steam 
heat exchangers.
High-e"  ciency fan with variable air! ow.
Part of the process air can be recycled for saving en-
ergy.
A Siemens PLC allows the operator to easily set and 
control each phase of the process.

ADDED VALUE:
• It dries and crystallizes the material in a short time: 

material is ready after 10 min.

• Dedusting of paper material, PE and dust thank to its 

built-in self-cleaning # lter.

• It increases the performance of the extrusion system.

• Low maintenance, easy to clean and manage.

ACCESSORIES:
• Rotary valves for loading and unloading material.
• Pneumatic feeding and extraction system.
• Oil-condensation system.
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TECHNICAL DATA FB500 FB1000

Throughput kg/h 500 1000

Air! ow rate m3/h 4000 8000

Process temperature °C 70-150 70-150

Bed dimensions WxD mm 2800x800 4000x1000

Fan power kW 11 37

Heating power kW 3 5.6

Rotary-valve power kW 1.1+1.1 1.1+1.1

Total power kW 70.2 126

Voltage/Frequency V/Hz 400/50-60 400/50-60

Dimensions WxDxH mm 3200x1500x2300 5100x2100x3300

Weight kg 1000 2600
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